










CLAMP-ON
ULTRASONIC 
FLOW AND 
ENERGY METERS
FOR LIQUIDS

DIMENSIONAL  SPECIFICATIONS

COMPLIANCE

TFX NETWORK OPTIONS

®

FORM TFX Ultra   7/09

MECHANICAL DIMENSIONS: INCHES (MM)

Remote System

General Purpose
Energy Meter Model

3-wire + shield

RS485
converter

Address 1

Device 1

LAN

Device 2 Device 3 Device N

Address 2 Address 126

Class I Div 1 (Exia) Area
Class I Div 2 (ExnA) Area

Flow Meter Model

Integral System

TFX Ultra
TFX Ultra

TFX Ultra ultrasonic flow and energy 
meters clamp onto the outside of pipes 
and do not contact the internal liquid. 
The technology has inherent advantages 
over alternate devices including: 
low-cost installation, no pressure head 
loss, no moving parts to maintain or 
replace, no fluid compatibility issue, and 
a large, bi-directional measuring range 
that ensures reliable readings even at 
very low and high flow rates. TFX Ultra is 
available in a variety of configurations 
that permit the user to select a meter 
with features suitable to meet particular 
application requirements.

 DTTS/DTTC  U-Bolt Connections 
[ANSI & Copper 2" (50 mm) Models]
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